GA. GALVANIZED SHEET METAL
FROM SLIP BOLTS
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330 mn 0lA.BOLT CIRCLE

135 e RAOIVS

27 ma DIA.A 325 NIGH STRENGTH SLIP BOLTS
WITH HEAVY HEX NUTS & STD. WASHERS

LIGHT POLE BASE PLATE

128 GAUGE STAINLESS STEEL)

80TTOM PLATE
25 mm 1 381 an x 30 mm

NOTES:

1.PLACE ANCHOR PLATE ASSEMBLY ON LEVELING
NUTS N ANCHOR BOLTS AND SECURE [N PLACE.

2.ERECT LIGHT POLE AND SECLRE WITH M 27 Dja.
HIGH STRENGTH BOLTS. BOLTS SHALL BE IN-
STALLED IN THE SLOTS S0 THE BOLT SHANKS.
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e [ e

WASHER PLATE 12.7 mm x 58 an » 76 ma
27 am HOLE

LIGHT POLE BASE PLATE
SLIP BOLT GASKET
95 am PROJ.

ARE [N CONTACT WITH THE PLATES.

3.ALL STRUCTURAL STEEL FOR PLATES SHALL
COWORM 10 ASTM 436, EXCEPT THE BNCHOR
PLATE ASSEMBLY WHICH MAY BE FURNISED CAST
IN COMPLIANCE WITH ASTM A 27, GRAGE 70-48.

4.ALL STEEL PLATE ASSEMBLIES SHALL BE HOT
DIPPED GALVANIZED AFTER FABRICATION IN
ACCORDANCE WITH ASTN 4 123,

HEAVY WEX NUT WITH
LOCK WASHER

S.ALL SLIP BOLTS, NUTS AND WASHERS SHALL BE
ELECTRO PLATED ZINC IN ACCORDANCE WITH
BSTM & 165 TYPE NS.

6.ALL CONTACT AREAS OF PLATES SWALL BE FREE
OF GALVANIZING BEADS OR RUNS.

7.ALL SLIP BOLTS SHALL BE TOROLED 10 109°Nea
RELEASED AND RETOROLED 10 95' Nom

195

AFTER LIGHT POLE WS

0P PLATE
445 an « 38 ma x 297 om

|—27 an Ota.AncHOR BOLT

LIGHT

POLE BASE

8.GROUTING SHALL BE DONE
BEEN LOCATED IN FINAL POSITION.

330 ew 0IA.BOLT CIACLE
SLIP BOLTS)

406 mm DIA.BOLT CIRELE
BoLTS!

ANCHOR PLATE ASSEMBLY™™™

SEcnow a-a

ALL DIMENSIONS ARE SHOWN IN MILLIMETERS lmm) UNLESS OTHERWISE NOTED.
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